@® BROSA

Force measuring pin MEMS,

type 0201

For direct determination of the rope load in the sheaves

BROSA force measuring pins MEMS are a further
development of the proven BROSA load cells and
enable direct measurement of the rope load in
slewing crane booms. An integrated MEMS sensor
allows the attached load to be calculated as a
function of the boom position. The rope load is
correctly determined and output directly in the sensor
at all times, regardless of the boom position.

Applications

e Pulley head

e Tip of the boom

e Determination of rope load

Features

e Customer-specific design

* Integrated amplifier

e Durable design (verification on request)
* High overload capacity

e Temperature compensated

e High EMC resistance




Force measuring pin MEMS, type 0201

Technical data

Accuracy <3%FS

Meas uremem . r a nge ............................................... 1 0 kN t O . 10 OOO k N ................................................
|\/|ax| mum |o ad ....................................................... 1 5 0 %opt|ona| 300 . % ...........................................
Brea k|ng |o ad ....................................................... 3 0 0 %opt|ona| 500 . % ...........................................
Lmea ntyerror ....................................................... - 1 % FS ..............................................................
Hyster e s|s ............................................................ - 1 % FS ..............................................................
Re produc |b|| |ty ...................................................... S 0 1 . % FS ...........................................................
Temperat u re range ................................................ i 40 to : 8 O °C ........................................................
Temperat u re CO efﬂc |ent .......................................... 5 0 0035 % / K ......................................................
Supplyvoltage ...................................................... 9 to 36VDC ..........................................................
Outpu t s| gnal ........................................................ 4 to 20mA C ANope n Op t|ona| safety ......................
Pr OteCt |on c|ass ..................................................... |P 66 / 3 | P 67 opt|ona| |P 69 ....................................

according to DIN EN 60529
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Electrical protection classes Reverse polarity protection, overvoltage protection

and short-circuit protection

Options

Safety classification according to DIN EN ISO 13849-1 PLc,PLd (Ple)*

* Used in parent systems according to DIN EN ISO 13849-1

P 1SO 9001 94/9/EG
D 56 12001
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